COMBO TESTER Z134 + STAND Z134S    
(with access control)
USER MANUAL
Wrist straps and ESD footwears are the first line of defence against electrostatic charge build up on the human body. They are designed to carry away this charge as soon as it is generated. At the same time the wrist strap/footwear must remain electrically safe for the user. Thus, it is important to test every wrist strap/footwear regularly.
In order to protect sensitive electronic components, the maximum wrist strap resistance should not be more than 10 meg ohms and each Footwear resistance should not be more than 35 Mega ohms. On the other hand, the resistance should not be less than 0.75 Mohm as protection to the wearer from dangerous levels of voltage and current flow.  
This COMBO TESTER is a combination Wriststrap & DUAL  footwear tester which checks these parameters and automatically allows into ESD safe areas only those personnel whose Wriststrap and/or Footwear pass the required parameters. 
OPERATIONS :

The electromagnetic (EM)lock, is fixed on the DOOR ACCESS to be monitored as per instructions provided alongwith the particular lock. The lock is powered with the 12V SMPS adaptor and connected in series with the NC (normally closed) relay contacts of the instrument.
Install the meter on the instrument tray on top of the stand. Connect the power adaptor into the DC socket on the instrument. Connect the  wires from the Stand footplates into the appropriate socket on the instrument. Similarly, relay NC output is taken to the EM lock in series with the 12V power adaptor.

WRISTSTRAP ONLY TEST

Put the SELECTOR Switch in the WRISTSTRAP position. Connect the wrist strap cord to the instrument and with the strap on the wrist, press gently on the TEST plate of the instrument. If the Wriststrap passes, the Green (Pass) LED lights up and the EM lock is released thus allowing the door to open.
FOOTWEAR ONLY TEST

Put the SELECTOR Switch in the FOOTWEAR position. Now while wearing the Anti-static Footwear, stand with both feet on the 2 metal footplates on the stand and gently press the TEST switch. If the Footwear passes, the Green (Pass) LED lights up and the EM lock is released thus allowing the door to open. 
BOTH

The SELECTOR Switch in this position is for checking both Wriststrap as well as Footwear simultaneously. Only if both pass will the Green LED light up and the lock release
...2..

SPECIFICATIONS 
Pass Range         :   Wrist strap 0.75 to 10.0 meg ohm
                       Footwear    0.75 to 35.0 meg ohm
Actuation          :   By gently pressing TEST plate
Accuracy           :   + 10%
Power supply
   :   9 V DC adaptor for instrument





 12VDC 1A adaptor for Lock
Dimensions & Wt    :   (instrument)  125 x 75 x 29 mm  200 gms




  (stand)
 400 x 400 x 950 mm ht. 6 Kgs

Calibration        :   Recommended  every 12 months.
Traceability
   :   To national standards
Warranty           :   12 months

MAINTENANCE  :

Apart from routine cleaning, this instrument & stand are designed to be completely maintenance free. There at no user serviceable parts inside. In case of malfunction, calibration refer any servicing centres of the manufacturer of authorised personnel. For cleaning the instrument/stand, use a damp cloth, never use any solvent based cleaners as they may damage the plastic case.
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