CONTINUOUS WORKSTATION MONITOR ZE107
USER MANUAL
INTRODUCTION :
This instrument serves a dual purpose by continuously monitoring the resistance of the workstation, and associated wiring. It also continuously monitors integrity of the WRIST STRAP and detects any loss of continuity between operator and the Wrist Strap. If a malfunction is detected in the Wrist Strap system or in the Grounding system, the appropriate visual & audible warning is given, to notify the operator of a fault condition and possible ESD hazard potential.

The Wrist Strap section of the monitor is independently activated by means of a switch. 
The instrument continuously checks for :

* Breakage of internal wire in the coil cord.

* Wrist bands for proper skin contact.

* Improper grounding of work table.

INSTALLATION AND OPERATION :
1.Mount the Instrument at the required position with 2 screws.

2.Plug DC adaptor into 230VAC supply and the output DC plug into the monitor.

2. Connect  a grounding cord into  the socket labelled 'GND' at the back and tighten the screw. Connect the other end of the cord to ESD ground.

3. Connect a  cord  into the socket labelled 'MAT' at the back and tighten the screw. Connect the other end of this cord to the table MAT. Please note that this cord is in addition to the existing MAT grounding cord.

4.Insert the banana jack of the WristStrap into the monitor & slide the ON/OFF switch to ON position.

5. Now, in case the monitor  detects  a fault with either the Wrist Strap or the MAT Ground, the appropriate  Fail LED will light up and an audible alarm will sound.

6. In case it is not required to monitor the MAT, the MAT & GND terminals on the instrument can be shorted by a small jumper wire. However, the connection given in Step 2 above must still be made since the instrument needs a proper ground to function correctly.

SPECIFICATIONS

Pass Threshold   
:  under 10 Megohms for Wrist Strap.



:  under 10 Megohms for MAT
Indications    
:  Pass  -  Green LED
                    Fail  -  Flashing Red LED for Wrist Strap
 




Steady Red LED for MAT                    



     Audible Alarm for Fail mode.
Power supply     :  6 - 9VDC 100ma  
Dimensions       :  105 x 75 x 30 mm
Weight           :  75 gms 
Calibration      :  Recommended every 12 months.                
Warranty         :  One year.
MAINTENANCE :
This instrument is designed to be entirely maintenance-free. There are no user serviceable parts inside - refer any servicing to manufacturer or authorised personnel.
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