STATIC CHARGE METER (Digital) Z-205   

USER MANUAL
The Static Charge Meter is a non-contact, hand held, light weight static monitoring and  locating instrument. It utilises  a precision LCD display to indicate the magnitude and polarity of the electrostatic charge. 
The instrument has good directional sensitivity and is ideal for measuring electric charges encountered in critical electronic assembly and storage areas as well as Antistatic Work Stations. It can also be used for Plastics, Paper, Textiles, Food, Explosives and Pharmaceutical Industries.
The unit is gives direct readings of electrostatic potentials on any surface, when held at a distance of 50 mm. However, virtually any electrostatic potential can be measured by proportionately increasing the distance from the meter to the charged object. 
The use of very low current circuitry results in a long battery life of over 6 months under normal use.
The static meter incorporates state-of-the-art circuitry, to enable measurements to be made for as long as 30 seconds without significant drift. In practice, measurement time is usually less than 10 seconds.
OPERATING INSTRUCTIONS ARE GIVEN ON THE BACK OF THE INSTRUMENT
It is important to note that the accuracy of measurement depends on the following points.
1. The size and shape of the object.
2. The magnitude  of  the  average  charge  distribution  over  the object's surface.
3.
The  predominating  polarity of the charge since both polarities can be present at the same time.
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MAINTENANCE :
If used with care, this static charge instrument will provide many years of trouble-free service. If the instrument fails to operate, first check the battery. If it still does not  operate return it to the factory for service. It does not have any user serviceable parts. It can be  cleaned with a damp cloth. Never use solvents as they may damage the plastic case.
CAUTION :
Avoid contact between sensor plate and charged object or personnel. Voltages in excess of 30V placed directly on the sensor may permanently damage the sensor amplifier.
SPECIFICATIONS 
Indicating range 
: + 10 KV  at 5 cms from object.
Resolution
 
: LSB 10 V
Display 

 
: 3.5 Digit LCD display.
Accuracy
 
: 10% of reading
Test Actuation    : Push On – Push Off Switch 
Power Supply 
 
: 9 V battery.
Low Battery
   : Indication on Display at < 7.5V
Dimensions in mm  : 125 x 75 x 29
Weight    
   : 135 gms.
Calibration  
   : Recommended once every 12 months.
Warranty 
 
: One year.
Accessories 
 
: Carrying case
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