OVERHEAD STATIC ELIMINATOR (Ionizer) Model Z209  
USER MANUAL
The generation and accumulation of unwanted electrostatic charges, both surface and airborne, poses a serious problem in various industries and laboratories. For instance, static charges can create havoc with sensitive equipment and electronic components.

This OVERHEAD unit can be hung over the work area for a large coverage to neutralise the charges on personnel or on any item entering an ESD sensitive area. This is acheived with a stream of ionized air. "Ion showering" is the only effective method of removing static charges from non-conductive objects and surfaces.

It is able to rapidly neutralise potentially dangerous charges in a work area.  An ion-impeller gives the desired air flow to neutralise static on specific objects rapidly, as well as control static in the general area in front of the ionizer.

This is a powerful, efficient & trouble-free  solution to static control problems anywhere. The unique high efficiency ionization pulse circuitry provided fast discharge with optimum air flow. 

APPLICATION  AREAS

*ESD sensitive work areas and assembly units.
*Plastic / Rubber manufacturing and moulding units.
*IT & Computer industry.
*Clean rooms
THEORY OF OPERATION :

This static eliminator works on the principle of high voltage corona discharge, to produce the neutralising ions. The state-of the -art pulse  circuitry ensures very low power consumption.  It is designed for continuous use and a current limitor circuit ensures operator safety even if the ion emitters are accidentally touched.
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OPERATING INSTRUCTIONS :

The unit can be installed at a convenient height over the work area.  Connect it into any standard 3 pin electrical socket and put on the switch. Ensure that the air flow is not obstructed.

Due to the high voltage generated inside, it is advisable to maintain a distance of atleast 30 cms from any other electronic equipments.

SPECIFICATIONS 

Air Flow              :  425 cm/hr
Noise level           :  55 dbA at 1m
Supply 
           :  230V AC 50Hz 70 Watts
Ionization Potential  :  6-8 KV 
Ion balance           :  -/+ 50 V 
Construction          :  Powder-coated Sheet metal enclosure
Dimensions in mm      :  L1100 x B170 x H130.
Weight                :  7 kgs.
Warranty              :  One year.
MAINTENANCE :

It is recommended that once a year, the front filter cover is opened and the filters removed, thus exposing the emitter points. These points should be cleaned with a soft cloth dipped in alcohol. Before doing this always switch off and unplug the unit. There are no user serviceable parts inside. In case of malfunction, kindly refer servicing to manufacturer or authorised personnel.
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